
DRAWN BY - CAW
REV - 1DRAWING NO.- SUB92017IT

McWane Plant and Industrial MPIK-6033-1    7/21
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A (SIZE) B C D E F G H J K
42.00 72.00 2.63 53.00 32 49.50 59.5 43.23 37.40 23.62
48.00 84.00 2.75 59.50 40 56.00 67.3 47.37 40.16 27.56

REVISIONS
ECN/ER REV. DESCRIPTION
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A (SIZE) B C D E F G H J K
42.00 72.00 2.63 53.00 32 49.50 59.5 43.23 37.40 23.62
48.00 84.00 2.75 59.50 40 56.00 67.3 47.37 40.16 27.56

REVISIONS
ECN/ER REV. DESCRIPTION BY DATE

1 RELEASED CAW 4/7/2021

A

B

2345678

1021 EAST WATER STREET ELMIRA, NEW YORK 14901

SEE TABLE

CASTING DIM:  0" - 4" +/- 1/32"
 4" - 8" +/- 3/64"
 8" - 12" +/- 1/16"
12" - 18" +/- 3/32"
18" - UP +/- 1/8"
RADII 1/8"
DRAFT 2

w/ ROTORK GEAR

125 RMS

SEE TABLE 
SUB920161T

42" - 48" EPV 100% FLG

4/5/2021
4/7/2021CT

CAW

UNLESS OTHERWISE SPECIFIED:

DWG.  NO.
D
SIZE

TITLE:

Kennedy Valve Co.NAME DATE

APPROVED

CHECKED

DRAWN

FINISH:

MATERIAL:

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IS THE SOLE PROPERTY OF Kennedy Valve Co. CO.   ANY REPRODUCTION IN PART OR AS A WHOLE 
WITHOUT THE WRITTEN PERMISSION OF KENNEDY VALVE CO. IS PROHIBITED.  DESIGN &  INVENTION RIGHTS RESERVED.

Division of McWane, Inc.

Weight:
DO NOT SCALE  DRAWING

MACHINING DIM:
DUAL DIM. INCHES[MM]
FRACTIONAL  1/64
ANGULAR  .5
RADII  1/32"
TWO PLACE DECIMAL     .02
THREE PLACE DECIMAL   .005
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A (SIZE) B C D E F G H J K
42.00 72.00 2.63 53.00 32 49.50 59.5 43.23 37.40 23.62
48.00 84.00 2.75 59.50 40 56.00 67.3 47.37 40.16 27.56
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ECN/ER REV. DESCRIPTION BY
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ITEM NO. DESCRIPTION MATERIAL

1 BODY ASTM A536 GR. 65-45-12 OR 70-50-05

2 PLUG ASTM A536 GR. 65-45-12 OR 70-50-05 COATED w/ NBR

3 COVER ASTM A536 GR. 65-45-12 OR 70-50-05

4 BOTTOM THRUST WASHER PTFE

5 BOTTOM BEARING SINTERED ALLOY SS316

6 GRIT SEAL LOWER NBR

7 GRIT SEAL UPPER NBR

8 UPPER THRUST WASHER PTFE

9 UPPER BEARING SINTERED ALLOY SS316

10 V PACKING NBR

11 FOLLOWER GLAND ASTM A536 GR. 65-45-12 OR 70-50-05

12 BOTTOM COVER ASTM A536 GR. 65-45-12 OR 70-50-05

13 GLAND STUD STAINLESS STEEL ASTM A276 T316

14 COVER BOLT STAINLESS STEEL ASTM A276 T316

15 BOTTOM COVER BOLT STAINLESS STEEL ASTM A276 T316

16 STAND BOLT STAINLESS STEEL ASTM A276 T316

17 GLAND NUT STAINLESS STEEL ASTM A276 T316

18 ORING - BOTTOM COVER NBR

19 ORING - TOP COVER NBR

20 STAND ASTM A536 GR. 65-45-12 OR 70-50-05

21 GEAR BOLT STAINLESS STEEL ASTM A276 T316

22 ROTORK IW12/IR4/AS5 2374:1

REVISIONS
ECN/ER REV. DESCRIPTION BY DATE

1 RELEASED CAW 4/7/2021
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1021 EAST WATER STREET ELMIRA, NEW YORK 14901

SEE TABLE

CASTING DIM:  0" - 4" +/- 1/32"
 4" - 8" +/- 3/64"
 8" - 12" +/- 1/16"
12" - 18" +/- 3/32"
18" - UP +/- 1/8"
RADII 1/8"
DRAFT 2

w/ ROTORK GEAR

1

125 RMS

SEE TABLE 
SUB920161T

SHEET 1 OF 1

42" - 48" EPV 100% FLG

4/5/2021
4/7/2021CT

CAW

UNLESS OTHERWISE SPECIFIED:

DWG.  NO.
D
SIZE

TITLE:

Kennedy Valve Co.NAME DATE

APPROVED

CHECKED

DRAWN

FINISH:

MATERIAL:

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IS THE SOLE PROPERTY OF Kennedy Valve Co. CO.   ANY REPRODUCTION IN PART OR AS A WHOLE 
WITHOUT THE WRITTEN PERMISSION OF KENNEDY VALVE CO. IS PROHIBITED.  DESIGN &  INVENTION RIGHTS RESERVED.

Division of McWane, Inc.

REV

Weight:
DO NOT SCALE  DRAWING

MACHINING DIM:
DUAL DIM. INCHES[MM]
FRACTIONAL  1/64
ANGULAR  .5
RADII  1/32"
TWO PLACE DECIMAL     .02
THREE PLACE DECIMAL   .005

ITEM PART NAME ASTM DESIGNATION

1 Body ASTM A536 65-45-12 OR 70-50-05

2 Plug ASTM A536 65-45-12 OR 70-50-05 
+NBR

3 Cover ASTM A536 65-45-12 OR 70-50-05

4 Bottom Thrust Washer PTFE

5 Botom Bearing Sintered Alloy SS316

6 GRT Guard Shaft Seal (Lower) NBR

7 GRT Guard Shaft Seal (Upper) NBR

8 Upper Thrust Washer PTFE

9 Upper Bearing Sintered Alloy SS316

10 V-Packing NBR

11 Follower Gland ASTM A536 65-45-12 OR 70-50-05

12 Bottom Cover ASTM A536 65-45-12 OR 70-50-05

13 Gland Stud Stainless Steel ASTM A276 T316

14 Cover Bolt Stainless Steel ASTM A276 T316

15 Bottom Cover Bolt Stainless Steel ASTM A276.1316

16 Stand Bolt Stainless Steel ASTM A276.1316

17 Gland Nut Stainless Steel ASTM A276.1316

18 O-ring - Bottom Cover NBR

19 O-ring - Top Cover NBR

20 Stand ASTM A536 65-45-12 OR 70-50-05

21 Gear Bolt Stainless Steel ASTM A276.1316

22 Rotork IW12/IR4/AS5 2374:1 - - -

DIMENSIONS

A (SIZE) B C D E F G H J K

Ø42.00 72.00 2.63 Ø53.00 32 Ø49.50 59.5 43.23 37.40 Ø23.62

Ø48.00 84.00 2.75 Ø59.50 40 Ø56.00 67.3 47.37 40/16 Ø27.56

NOTE:
1. Interior and exterior ferrous metal surfaces are epoxy coated.
2. Body castings tri-marked with “Clow”, 
    “Kennedy”, and “M&H”.
3. Rated to 150 PSI.

100% FULL FLOW
ECCENTRIC PLUG VALVE
WITH FLANGED ENDS
AND ROTORK GEAR
SIZES 42”-48”
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A (SIZE) B C D E F G H J
42.00 72.00 1.40 53.35 20 50.62 59.5 43.23 37.40
48.00 84.00 1.40 60.00 24 57.50 67.3 47.37 40.16

REVISIONS
ECN/ER REV. DESCRIPTION
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A (SIZE) B C D E F G H J
42.00 72.00 1.40 53.35 20 50.62 59.5 43.23 37.40
48.00 84.00 1.40 60.00 24 57.50 67.3 47.37 40.16

REVISIONS
ECN/ER REV. DESCRIPTION BY DATE

1 RELEASED CAW 4/7/2021

A

B

2345678

1021 EAST WATER STREET ELMIRA, NEW YORK 14901

SEE TABLE

CASTING DIM:  0" - 4" +/- 1/32"
 4" - 8" +/- 3/64"
 8" - 12" +/- 1/16"
12" - 18" +/- 3/32"
18" - UP +/- 1/8"
RADII 1/8"
DRAFT 2

w/ ROTORK GEAR

125 RMS

SEE TABLE 
SUB920162T

42" - 48" EPV 100% MJ

4/6/2021
4/7/2021CT

CAW

UNLESS OTHERWISE SPECIFIED:

DWG.  NO.
D
SIZE

TITLE:

Kennedy Valve Co.NAME DATE

APPROVED

CHECKED

DRAWN

FINISH:

MATERIAL:

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IS THE SOLE PROPERTY OF Kennedy Valve Co. CO.   ANY REPRODUCTION IN PART OR AS A WHOLE 
WITHOUT THE WRITTEN PERMISSION OF KENNEDY VALVE CO. IS PROHIBITED.  DESIGN &  INVENTION RIGHTS RESERVED.

Division of McWane, Inc.

Weight:
DO NOT SCALE  DRAWING

MACHINING DIM:
DUAL DIM. INCHES[MM]
FRACTIONAL  1/64
ANGULAR  .5
RADII  1/32"
TWO PLACE DECIMAL     .02
THREE PLACE DECIMAL   .005

DRAWN BY - CAW
REV - 1DRAWING NO.- SUB920162T

DIMENSIONS

A (SIZE) B C D E F G H J

Ø42.00 72.00 1.40 Ø53.35 20 Ø50.62 59.5 43.23 37.40

Ø48.00 84.00 1.40 Ø60.00 24 Ø57.50 67.3 47.37 40/16

McWane Plant and Industrial MPIK-6034-1    7/21

ITEM PART NAME ASTM DESIGNATION

1 Body ASTM A536 65-45-12 OR 70-50-05

2 Plug ASTM A536 65-45-12 OR 70-50-05 
+NBR

3 Cover ASTM A536 65-45-12 OR 70-50-05

4 Bottom Thrust Washer PTFE

5 Botom Bearing Sintered Alloy SS316

6 GRT Guard Shaft Seal (Lower) NBR

7 GRT Guard Shaft Seal (Upper) NBR

8 Upper Thrust Washer PTFE

9 Upper Bearing Sintered Alloy SS316

10 V-Packing NBR

11 Follower Gland ASTM A536 65-45-12 OR 70-50-05

12 Bottom Cover ASTM A536 65-45-12 OR 70-50-05

13 Gland Stud Stainless Steel ASTM A276 T316

14 Cover Bolt Stainless Steel ASTM A276 T316

15 Bottom Cover Bolt Stainless Steel ASTM A276.1316

16 Stand Bolt Stainless Steel ASTM A276.1316

17 Gland Nut Stainless Steel ASTM A276.1316

18 O-ring - Bottom Cover NBR

19 O-ring - Top Cover NBR

20 Stand ASTM A536 65-45-12 OR 70-50-05

21 Gear Bolt Stainless Steel ASTM A276.1316

22 Rotork IW12/IR4/AS5 2374:1 - - -
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ITEM NO. DESCRIPTION MATERIAL

1 BODY ASTM A536 GR. 65-45-12 OR 70-50-05

2 PLUG ASTM A536 GR. 65-45-12 OR 70-50-05 COATED w/ NBR

3 COVER ASTM A536 GR. 65-45-12 OR 70-50-05

4 BOTTOM THRUST WASHER PTFE

5 BOTTOM BEARING SINTERED ALLOY SS316

6 GRIT SEAL LOWER NBR

7 GRIT SEAL UPPER NBR

8 UPPER THRUST WASHER PTFE

9 UPPER BEARING SINTERED ALLOY SS316

10 V PACKING NBR

11 FOLLOWER GLAND ASTM A536 GR. 65-45-12 OR 70-50-05

12 BOTTOM COVER ASTM A536 GR. 65-45-12 OR 70-50-05

13 GLAND STUD STAINLESS STEEL ASTM A276 T316

14 COVER BOLT STAINLESS STEEL ASTM A276 T316

15 BOTTOM COVER BOLT STAINLESS STEEL ASTM A276 T316

16 STAND BOLT STAINLESS STEEL ASTM A276 T316

17 GLAND NUT STAINLESS STEEL ASTM A276 T316

18 ORING - BOTTOM COVER NBR

19 ORING - TOP COVER NBR

20 STAND ASTM A536 GR. 65-45-12 OR 70-50-05

21 GEAR BOLT STAINLESS STEEL ASTM A276 T316

22 ROTORK IW12/IR4/AS5 2374:1

REVISIONS
ECN/ER REV. DESCRIPTION BY DATE

1 RELEASED CAW 4/7/2021
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1021 EAST WATER STREET ELMIRA, NEW YORK 14901

SEE TABLE

CASTING DIM:  0" - 4" +/- 1/32"
 4" - 8" +/- 3/64"
 8" - 12" +/- 1/16"
12" - 18" +/- 3/32"
18" - UP +/- 1/8"
RADII 1/8"
DRAFT 2

w/ ROTORK GEAR

1

125 RMS

SEE TABLE 
SUB920162T

SHEET 1 OF 1

42" - 48" EPV 100% MJ

4/6/2021
4/7/2021CT

CAW

UNLESS OTHERWISE SPECIFIED:

DWG.  NO.
D
SIZE

TITLE:

Kennedy Valve Co.NAME DATE

APPROVED

CHECKED

DRAWN

FINISH:

MATERIAL:

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IS THE SOLE PROPERTY OF Kennedy Valve Co. CO.   ANY REPRODUCTION IN PART OR AS A WHOLE 
WITHOUT THE WRITTEN PERMISSION OF KENNEDY VALVE CO. IS PROHIBITED.  DESIGN &  INVENTION RIGHTS RESERVED.

Division of McWane, Inc.

REV

Weight:
DO NOT SCALE  DRAWING

MACHINING DIM:
DUAL DIM. INCHES[MM]
FRACTIONAL  1/64
ANGULAR  .5
RADII  1/32"
TWO PLACE DECIMAL     .02
THREE PLACE DECIMAL   .005
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SCALE 1 : 10

2

3

14

1

J

G

H

E X 1.38 THRU

8 X 1.38
SLOTS

F

GEAR REMOVED FOR CLARITY

8

7

A (SIZE) B C D E F G H J
42.00 72.00 1.40 53.35 20 50.62 59.5 43.23 37.40
48.00 84.00 1.40 60.00 24 57.50 67.3 47.37 40.16

REVISIONS
ECN/ER REV. DESCRIPTION BY

1 RELEASED CAW

A

B

C

D

345678

NOTE:
1. Interior and exterior ferrous metal surfaces are epoxy coated.
2. Body castings tri-marked with “Clow”, “Kennedy”, and “M&H”.
3. Rated to 150 PSI.

100% FULL FLOW
ECCENTRIC PLUG VAVLE
WITH MECHANICAL JOINTS
AND ROTORK GEAR
SIZES 42”-48”


