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PLANT & INDUSTRIAL

McWane Plant & Industrial
1201 Vanderbilt Road
Birmingham, AL 35234TM

KENNEDY VALVE

M&H VALVE
COMPANY

VALVE CO.3"-16" Eccentric Plug Valve Worm Gear Actuator -
Materials of Construction 11/01/24 EP-MC0004-A
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No. PART MATERIAL

1 Input Shaft Stainless Steel, T431

2 Lip Seal Buna-N

3 Housing Ductile Iron, ASTM A536 - GR 65-45-12

4 Thrust Bearing Cold-Rolled Steel

5 Spring Pin Carbon Steel

6 Worm Carbon Steel, AISI 1045

7 Bushing Permanently Lubricated Bronze

8 Expansion Plug Carbon Steel, A36

9 Gear Ductile Iron, ASTM A536 - GR 65-45-12

10 Hex Bolt Stainless Steel, T304

11 Hex Nut Stainless Steel, T304

12 Threaded Seal Washer Brass/Buna-N

13 Indicator Plate Ductile Iron, ASTM A536 - GR 65-45-12

14 O-Ring Buna-N

15 Cover Ductile Iron, ASTM A536 - GR 65-45-12

16 Gasket Sealant

17 Cover Bolt Stainless Steel, T304

18 Indicator Plate Bolt Stainless Steel, T304


