
Contact Information

3. Select Materials Additional Comments
Frame Material:
Galvanized Steel (GALV)
Painted Steel (PTD)
Stainless Steel 304 (SS304)
Stainless Steel 316 (SS316)

Stem Material:
Cold Rolled Steel
Stainless Steel 304
Stainless Steel 316

Flat Back
Pipe Adapter ID (HDPE or PVC) 
Spigot Back for CMP
Taper Setting Collar for RCP 
Flangeback with ANSI 125# Drilling

Spigot Machined to 
Fit Steel Pipe OD?
Yes
No

Select Stem Thread + Direction 
3 Threads Per Inch, Right (3TR

(Not Available in Stainless Steel)

4 Threads Per Inch, Right (4TR) 
4 Threads Per Inch, Left (4TL)

Operator
Handwheel
Geared Handcrank

Gate Opening Diameter

*Heights available
 in 6" increments

Company Name: ________________________________________   Currently Set up as a Waterman dealer ?       Yes         No 

Contact Name: ________________________________________________   Phone number: _____________________________

Email Address: ____________________________________________   Job Name: _____________________________________

___________________________________________ 

___________________________________________ 

___________________________________________ 

1. Select Gate Diameter and Choose Height 2. Select Mounting Type, Stem + Operator

C-20 Canal Gate Ordering Information

MPI- MCWANE PLANT & INDUSTRIAL
1201 Vanderbilt Road, Birmingham, AL 35234

Tel: 866.924.8674 • Fax: 559.562.2277 
 watermanquotes@mcwanepi.com

watermanorders@mcwanepi.com •mcwanepi.com


